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HIGH PERFORMANCE BALL VALVES H6800 SERIES

MATERIALS

Handle
Handle Set Screw
Packing Bolt
Packing
Gland
Stem
Ball
Panel Nut
End Cap
Body Seal
Seat
Body

Nylon / Metal / ISLT
St.St.304
St.St.316

Virgin PTFE
St.St.316
St.St.316
St.St.316

St.St.316 / Brass
St.St.316 / Brass

Virgin PTFE
TFM® 1600

St.St. ASTM A351 Gr. CF8M
Brass ASTM B-16

1
1
1
3
2
1
1
1
2
2
2
1

Nylon / Metal / ISLT
St.St.304
St.St.316

PTFE / PEEK
St.St.316
St.St.316
St.St.316
St.St.316
St.St.316

PTFE / PEEK
PCTFE / PEEK

St.St. ASTM A-276

1
2
3
4
5
6
7
8
9

10
11
12

No. Part Qty.
 Up to 6000 psiUp to 3000 psi

Maximum allowed working pressure

9

10
11

12

11 10
9

GENERAL
The H6800 Series is a high-performance instrumentation ball valve
for general service and instrumentation panels. The valves offer tight
shutoff*, long-life service and low operating torque. The H6800 Series
is rated to max. 6000 psig and performs on/off or diverter service.
*Only straight and angle patterns

Panel mounting
standard

Handle indicates
on/off position

Adjustable packing

-1/4 Turn Operation
(for 2-way pattern)

-1/2 Turn Operation
(for 3-way pattern)

Bi-directional flow

Floating ball
provides seat-wear
compensation

End connections:
LET-LOK®, Threaded
Female & Male,
Face Seal;
others on request

2

8

3

4

6

7

5

1

FEATURES
■   On/off-service ball valve with 2-way pattern
■   Diverter-service ball valve with 3-way pattern
■   Stainless Steel and Brass construction
■   MAWP 6000 psi (410 bar)
■   MAWT 500°F (260°C)
■   Variable end connection types and sizes

from 1/16" to 3/4" 3mm to 18mm
■   Operation with colored nylon handles, metal

handle and color anodized aluminum *ISLT
(locking device) handles

* ISLT – Integral Safety Lock-out Tag-out Patent pending

Straight-through
flow path, minimal
pressure drop
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HIGH PERFORMANCE BALL VALVES H6800 SERIES

H6800 PRESSURE/TEMPERATURE RATINGS

TESTING
The H6800 design has been tested for Burst and Proof. Standard testing for
each H6800 valve includes testing with nitrogen at 80 &1000Psig. Each valve
is tested for leakage through the shell, packing and ball seats. The maximum.
allowable leakage across the ball seats is 0.1 std cc/min.

CLEANING & PACKAGING
HAM-LET’s H6800 Ball Valve is treated with HAM-LET Passivation Cleaning
and Packaging Procedure 8075. HAM-LET H6800 Ball valves with face-seal
end connections are treated with Oxygen Cleaning and Packaging Procedure
8055. Oxygen Cleaning and Packaging Procedure 8055 is available as an
option.

Cleaning and packging procedures 8075 and 8055 are available
for reference in HAM-LET website.

PACKING ADJUSTMENT
Due to the varied service applications of the valve, packing
adjustment may be occasionally necessary. Packing is factory
adjusted to 1000 psig service. Initial adjustment is recommended
after installation and prior to start-up. Please find more
information at installation instruction chapter.
HAM-LET Ball Valves are designed for operation in the fully
closed or fully open position.

SEAT MATERIAL CHARACTERISTICS

TFM1600 (PFA and PTFE composite)
Excellent seat material for purity applications. Very low residual material
during operation. Lower deformation ratio than PTFE, but higher
pressure and temperature ratings than PTFE. Rated up to 410°F
(210°C). Chemical resistance equal to PTFE material.

PCTFE (Kel-F®)
Excellent seat material for cryogenic applications such as Oxygen and
Nitrogen. Suitable for low temperature applications down to -200°C.

PEEK (PolyEtherEtherKeton)
Excellent seat material for high-pressure and high-temperature
applications. Excellent chemical resistance. Can be used continuosly
to 500°F (260°C) and in hot water or steam without permanent loss
in physical properties. High strength for hostile enviroment and high
pressure.

ANGLE AND 3-PORT VALVE -

BOTTOM ENTRY

MANUAL OPERATION

For ordering handle type or kit use the ordering information.
*Black Nylon Handle with brass insert is standard.

ISLT - Locking Device
Al6061 Anodized Handle
(St.St. internal components)
For color selection, please
see ordering information in
page 8.
ISLTS ----ISLT Black
ISLTB ----ISLT Blue
ISLTR ----I S LT R e d
ISLTY ----ISLT Yellow
ISLTG ----ISLT Green

Straight Ball L - Port Ball

*S - Black Handle

B - Blue Handle

R - Red Handle

G - Green Handle

M - St.St. Handle

Y - Yellow Handle



Dimensions are for reference only, and are subject to change.
Face to face dimensions for LET-LOK® end connections (dimensions A and B) are finger tight.
*  Maximum panel thickness
** Refers to standard nylon handle.
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102.5
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54.8
63.6
69.6
87.4
91.0
54.8
63.6
69.6
87.4
91.0
67.6
76.6
76.6
92.4
94.4
65.4
76.6
76.6
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79.8
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0.76
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.82

1.38
1.55
1.65
1.70
2.02
2.02
1.55
1.65
1.67
1.70
2.02
2.02
1.08
1.25
1.37
1.72
1.79
1.08
1.25
1.37
1.72
1.79
1.33
1.51
1.51
1.82
1.86
1.29
1.51
1.51
1.82
1.86
1.57
1.85

1.22
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.97

31.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
50.0

2.76
3.09
3.29
3.40
4.04
4.04
3.09
3.29
3.34
3.40
4.04
4.04
2.16
2.50
2.74
3.44
3.58
2.16
2.50
2.74
3.44
3.58
2.66
3.02
3.02
3.64
3.71
2.57
3.02
3.02
3.64
3.71
3.14
3.69

50.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
80.0

6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5

1.96
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
3.15

0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255

LET-LOK® - INCH

LET-LOK® - Metric

Female NPT

Female BSPT/BSPP

Male NPT

Male BSPT/BSPP

Face Seal Male

0.051
0.094
0.189
0.189
0.40
0.40

0.094
0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40
0.18
0.40

1.3
2.4
4.8
4.8

10.3
10.3
2.4
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.5

10.3

0.1
0.2
2.4
1.5
12
6.5
0.2
2.4
1.5
1.5
12
6.5
1.2
0.9
0.6
6.3
3.8
1.2
0.9
0.6
6.3
3.5
1.5
1.2
0.9
8.2
4.5
1.5
1.2
0.9
8.2
4.5
2.4
12

11.30
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
16.00

0.44
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.63

1/16''

1/8''

1/4''

3/8''

1/2''

3/4''

3mm
6mm
8mm
10mm
12mm
18mm
1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/4''

1/2''
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HIGH PERFORMANCE BALL VALVES H6800 SERIES

MATERIALS

STRAIGHT PORT VALVE DIMENSIONS

mm in mm in mm in mm in mm in mm in mm in mm in mm in mm inmm in

E

D

F

H

B

C

G
Panel Drill
Hole

J

I

A

Size CvOrificeEnd conncetion A B C D E F G H I J***



153

LET-LOK® - INCH

LET-LOK® - Metric

Female NPT

Female BSPT/BSPP

Male NPT

Male BSPT/BSPP

Face Seal Male

1/16''

1/8''

1/4''

3/8''

1/2''

3/4''

3mm
6mm
8mm
10mm
12mm
18mm
1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/8''

1/4''

3/8''

1/2''

3/4''

1/4''

1/2''

70.2
78.6
83.6
86.3

102.5
102.5
78.6
83.6
84.8
86.4

102.5
102.5
54.8
63.6
69.6
87.4
91.0
54.8
63.6
69.6
87.4
91.0
67.6
76.6
76.6
92.4
94.4
65.4
76.6
76.6
92.4
94.4
79.8
93.8

49.3
52.0
52.8
54.5
67.3
67.3
52.0
52.8
61.0
61.9

47.35
47.35
38.5
42.9
45.9
59.7
61.5
38.5
42.9
45.9
59.7
61.5
44.8
49.4
49.4
62.2
63.2
44.8
49.4
49.4
62.2
63.2
50.9
62.9

31.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
31.0
31.0
50.0
50.0
31.0
50.0

11.30
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
11.30
11.30
16.00
16.00
11.30
16.00

38.85
38.85
38.85
38.85
50.0
50.0

38.85
38.85
38.85
38.85
50.0
50.0

38.85
38.85
38.85
50.0
50.0

38.85
38.85
38.85
50.0
50.0

38.85
38.85
38.85
50.0
50.0

38.85
38.85
38.85
50.0
50.0

38.85
50.0

22.2
22.2
22.2
22.2
32.0
32.0
22.2
22.2
22.2
22.2
32.0
32.0
22.2
22.2
22.2
32.0
32.0
22.2
22.2
22.2
32.0
32.0
22.2
22.2
22.2
32.0
32.0
22.2
22.2
22.2
32.0
32.0
22.2
32.0

1.22
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.22
1.22
1.97
1.97
1.22
1.97

0.44
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.44
0.44
0.63
0.63
0.44
0.63

1.53
1.53
1.53
1.53
1.97
1.97
1.53
1.53
1.53
1.53
1.97
1.97
1.53
1.53
1.53
1.97
1.97
1.53
1.53
1.53
1.97
1.97
1.53
1.53
1.53
1.97
1.97
1.53
1.53
1.53
1.97
1.97
1.53
1.97

0.87
0.87
0.87
0.87
1.26
1.26
0.87
0.87
0.87
0.87
1.26
1.26
0.87
0.87
0.87
1.26
1.26
0.87
0.87
0.87
1.26
1.26
0.87
0.87
0.87
1.26
1.26
0.87
0.87
0.87
1.26
1.26
0.87
1.26

1.94
2.05
2.08
2.15
2.65
2.65
2.05
2.08
2.4

2.44
1.86
1.86
1.5

1.69
1.8

2.35
2.42
1.5

1.69
1.8

2.35
2.42
1.76
1.94
1.94
2.45
2.49
1.76
1.94
1.94
2.45
2.49
2.0

2.47

1.38
1.55
1.65
1.70
2.02
2.02
1.55
1.65
1.67
1.70
2.02
2.02
1.08
1.25
1.37
1.72
1.79
1.08
1.25
1.37
1.72
1.79
1.33
1.51
1.51
1.82
1.86
1.29
1.51
1.51
1.82
1.86
1.57
1.85

35.1
39.3
41.8
43.15
51.25
51.25
39.3
41.8
42.4
43.2
51.25
51.25
27.4
31.8
34.8
43.7
45.5
27.4
31.8
34.8
43.7
45.5
33.8
38.3
38.3
46.2
47.2
32.7
38.3
38.3
46.2
47.2
39.9
46.9

2.76
3.09
3.29
3.40
4.04
4.04
3.09
3.29
3.34
3.40
4.04
4.04
2.16
2.50
2.74
3.44
3.58
2.16
2.50
2.74
3.44
3.58
2.66
3.02
3.02
3.64
3.71
2.57
3.02
3.02
3.64
3.71
3.14
3.69

37.9
42.1
44.6
46.0
57.5
57.5
42.1
44.6
46.0
46.0
57.5
57.5
34.6
34.6
37.6
50.0
50.0
34.6
34.6
37.6
50.0
50.0
36.6
41.1
41.1
52.5
53.5
36.6
41.1
41.1
52.5
53.5
42.7
49.3

50.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
50.0
50.0
80.0
80.0
50.0
80.0

1.49
1.66
1.76
1.81
2.26
2.26
1.66
1.76
1.81
1.81
2.11
1.19
1.36
1.36
1.48
1.97
1.97
1.36
1.36
1.48
1.97
1.97
1.44
1.62
1.62
2.07
2.1

1.44
1.62
1.62
2.07
2.1

1.68
1.94

1.96
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
1.96
1.96
3.15
3.15
1.96
3.15

0.051
0.094
0.189
0.189
0.40
0.40

0.094
0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40

0.189
0.189
0.189
0.40
0.40
0.18
0.40

1.3
2.4
4.8
4.8

10.3
10.3
2.4
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.8
4.8
4.8

10.3
10.3
4.5

10.3

0.08
0.15
0.90
0.60
4.6
3.8

0.15
0.90
0.80
0.60
4.6
2.5
0.3

0.75
0.5
3.5
2.5
0.3

0.75
0.5
3.5
2.5
0.9
0.6

0.35
3.0
2.0
0.9
0.6

0.35
3.0
2.0
0.9
4.6

19.3
19.3
19.3
19.3
20.8
20.8
19.3
19.3
19.3
19.3
20.8
20.8
19.3
19.3
19.3
20.8
20.8
19.3
19.3
19.3
20.8
20.8
19.3
19.3
19.3
20.8
20.8
19.3
19.3
19.3
20.8
20.8
19.3
20.8

0.76
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.76
0.76
0.82
0.82
0.76
0.82

6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5

0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255
0.255

HIGH PERFORMANCE BALL VALVES H6800 SERIES

MATERIALS

ANGLE & 3-PORT VALVE DIMENSIONS

mm in mm in mm in mm in mm in mm in mm in mm in mm in mm inmm in

B

HH

C

B

E

D

F

G
Panel Drill
Hole

G
Panel Drill
Hole

J J

C

A1

I

A

CvOrificeEnd connection A A1 B C D E F H I J*GSize
mm in

Dimensions are for reference only, and are subject to change.
Face to face dimensions for LET-LOK® end connections (dimensions A, A1, B and H) are finger tight.
*  Maximum panel thickness
** Refers to standard nylon handle



DIMENSIONS

C15 Actuators are standard for all sizes.
C20 Actuators are optional for 1/2” valves and above.

* Body material: St.St. ASTM A-276; St.St. ASTM A351 Gr.
  CF8M; Brass ASTM B-16

154

HIGH PERFORMANCE BALL VALVES H6800 SERIES

No. Part Qty. Material

1
2
3
4
5
6
7

Actuator
Coupling
Bracket
Washer
Cap screw
Panel Nut
H6800

AL 356-T5
St.St.316
St.St.304
St.St.304
St.St.304
St.St.316

St.St.316 / Brass *

1
1
1
4
4
2
1

MATERIALS

H6800 - PNEUMATIC ACTUATED VALVES

GENERAL
The H6800 Series offers quarter-turn rack-and-pinion pneumatic
actuators.
The actuators are compact, lightweight, easy to mount, high cycle,
and can be operated with standard, shop air pressure as Double Acting
or Spring Return types.

2

4

5

6

7

1

3

Actuator
Size

A
S/R

B
D/A

B1
D/A

C D E H J K WValve
Size

mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in
1/16'' to 3/4''

1/2'' to 3/4''

C15
C20

110
131

4.31
5.17

86.0
102

3.39
4.03

97.8
117

3.85
4.60

68.8
80.5

2.71
3.17

50.8
61.5

2.0
2.42

66.0
77.2

2.6
3.04

145.2
150.1

5.71
5.9

33.5
38.4

1.32
1.51

35.0
35.0

1.38
1.38

71.0
71.0

2.79
2.79

D
C

A
S/R

B
D/A

H

J

W

(0.315)
8.0

A
S/R

B1
D/A

E

K

FEATURES
■   Can be installed on straight, angle and 3-way patterns.
■   Compliant with ISO 5211 mounting standard.
■   Position indicators as standard.
■   Metric and Imperial port connections.
■   Wall-mounting brackets.
■   Mounting kits are available (see mounting-kit ordering in next page).
■   Limit switches are available (please contact HAM-LET).




