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FEATURES
  	Soft Seat Non rotating Stem
  	MAWP 3000 psi (206 bar)
  	MAWT 122 Deg C (255 Deg F) with PCTFE seat.
  	rupture disc pressure ratings: 1900 psi  (131 bar), 2850 (196 bar)
  	orifice size  :5.6 mm (0.218 inch)

NEEDLE VALVE WITH RUPTURE DISC

GENERAL
HAM-LET Needle Valves with Rupture discs were designed to be 
mounted on HAM-LET sample cylinders, the Rupture disc provides 
protection against over pressure in sampling units by venting the media 
to the atmosphere. The Rupture disc element is welded to a carrier that 
is assembled to the Valve with an O-Ring seal. A Rupture Disc unit can 
be easily replaced in the field while the valve remains connected to the 
sampling unit.

Precautions 
This device should be assembled and tested by a trained person 
only. Be sure to keep all needed precautions of compressed gas 
cylinders in accordance to the required specifications.
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Rupture Pressure

1900 1900 Psi

2850 2850 Psi

Stem Tip Material

P PEEK

Rupture Pressure Pressure rating

1900 1900 Psi ± 100 Psi @ 20°C

2850 2850 Psi ± 100 Psi @ 20°C

ORDERING INFORMATION FOR RUPTURE DISC UNIT
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MATERIAL OF CONSTRUCTION

No. Component Qty. Material

1 Handle 1 Aluminium 6061

2 Back up O-Ring 1 PTFE

3 O-Ring 1 Buna-N

4 Body 1 St.St. ASTM A-182

5 Spool 1 Aluminium 6061

6 Packing Bolt 1 St.St. ASTM A-276

7 Stem 1 St.St. ASTM A-276

8 Washer 1 PEEK

9 Stem Tip 1 PEEK

10 Rupture Disc Unit 1 St.St. ASTM A-276 + Alloy 600/B168

11 O-Ring 1 Fluorocarbon FKM
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