
 

 

Electrically Heated Regulator 
FTI supply an electrically heated regulator for use 
with Carbon Dioxide (CO2), Argon (Ar) and all inert 
gases (including Nitrogen N2). 

These regulators are designed for use where high 
gas flow rates are in use causing regulator freezing. 

Main Features: 

• Maximum inlet pressure 330bar 
• CE marked and approved 
• Two independent heating elements controlled by a thermostat 
• Stabilised temperature up to 30 litres per minute (Lpm) continuous flow 
• Overheating protection with re-settable thermal fuse 
• Insulation to IP64 (EN 60529) 
• Voltage options of 220v and 110v 
• 3 Metre long power cable 

Specification Details: 

Part No Gas Voltage Max Inlet 
Pressure 

(bar) 

Delivery 
Mode 

Delivery 
Mode 
Gauge 

Supply 
Pressure 

Gauge (bar) 
FTI-1260 Ar/CO2 110v 300 0-30 Lpm 0-30 Lpm 0-400 
FTI-1261 Ar/CO2 220v 300 0-30 Lpm 0-30 Lpm 0-400 
FTI-1262 CO2 110v 300 0-30 Lpm 0-30 Lpm 0-400 
FTI-1263 CO2 220v 300 0-30 Lpm 0-30 Lpm 0-400 
FTI-1264 Inert 110v 300 0-10 Bar 0-16 Bar 0-400 
FTI-1265 Inert 220v 300 0-10 Bar 0-16 Bar 0-400 

FTI-1268* Ar/CO2 110v 300 0-30 Lpm 0-30 Lpm 0-400 
FTI-1269* Ar/CO2 220v 300 0-30 Lpm 0-30 Lpm 0-400 

*Supplied with NEVOC cylinder connector 
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