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485HAM-LET ADVANCED CONTROL TECHNOLOGY

H-700 SERIES 
BALL VALVES WITH LOCKING DEVICE

1.	 Use
For maximum valve life, use the valve only within 
the stated pressure and temperature range, and in 
accordance with the corrosion resistance of the material.

2.	 Operation
To open or close the valve, turn the handle 1/4 of a turn (90°).

3.	 Cleaning the Valve
A ball valve can trap fluids in the ball cavity when it is in the 
closed position. If the valve has been used in the hazardous 
medium, decontaminate it before disassembly.
All persons involved in the removal and disassembly of the 
valve should wear appropriate protective clothing, such as 
face shields, aprons, gloves, etc.

4.	 Replacing Seats and Stem Seals.
Type H-700 is designed with Belleville washers for 
automatic stem-seal wear compensation. If there 
are signs of leakage through the stem area, replace 
the stem seals.
If there are signs of internal leakage, replace the 
seat seals.

5.	 Procedures
	 Disassembly
	 With the valve clamped firmly in a vise:

n	 Remove the nut, spring washer, handle, Belleville 
washer, thrust washer and top packing. Place in a secure, 
clean area.

n	 Remove the end connection/internal nut and body seal.
n	 Rotate the ball to the closed position and remove 

the ball and seat seals. Inspect the ball for any surface 
damage. If there are no nicks, scratches or other 
surface damage, place the ball in a clean, secure area.

n	 Remove the stem, and lower the packing from the 
body cavity.

n	 Scrap all plastic parts and replace them with 
authorized HAM-LET parts.

n	 Clean and inspect all metal parts, and replace as 
necessary with authorized HAM-LET parts.

Reassembly
Reverse the steps above, taking care to lubricate all of 
the parts with an appropriate lubricant.

Notes:
n	 The end connection/internal nut must be firmly closed.
n	 The stem nut must be closed with sufficient torque 

	to deflect the belleville washer.

The system designer and user have the sole responsibility 
for selecting products suitable for their special application 
requirements, ensuring their safe and trouble-free installation, 
operation, and maintenance.  Application details, material 
compatibility and product ratings should all be considered for 
each selected product.  Improper selection, installation or use of 
products can cause property damage or personal injury.

Warning!




