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MATERIAL OF CONSTRUCTION

No. Part Qty
Maximum allowed working pressure

Up to 3000 psig Up to 6000 psig

1 Handle 1 Nylon / Metal / ISLT Nylon / Metal / ISLT

2 Handle Set Screw 1 St.St.304 St.St.304

3 Packing Bolt 1 St.St.316 St.St.316

4 Packing 3 Virgin PTFE PTFE / PEEK 

5 Gland 2 St.St.304 St.St.304

6 Stem 1 St.St.316 St.St.316

7 Ball 1 St.St.316 St.St.316

8 Panel Nut 1 St.St.303 / Brass St.St.303

9 End Cap 2 St.St.316 / Brass St.St.316

10 Body Seal 2 Virgin PTFE      PTFE / PEEK      

11 Seat 2 TFM® 1600 PCTFE / PEEK      

12 Body 1 St.St. ASTM A351 Gr.CF8M 
Brass ASTM B-16

St.St. ASTM A-276

H-6800 FEATURES
  	On/off-service ball valve with 2-way pattern
  	Diverter-service ball valve with 3-way pattern 
  	Stainless Steel and Brass construction
  	MAWP* 6000 psi (410 bar)
  	MAWT* 500ºF (260ºC)
  	Variable end connection types and sizes from 1/16” to 3/4” 
	 (3mm to 18mm)
  	Operation with colored Nylon handles, metal handle color 
	 anodized aluminum ISLT** (locking device) handles and
	 pneumatically actuated
	 .

GENERAL
The H-6800 Series is a high-performance instrumentation ball 
valve for general service and instrumentation panels. The valves 
offer tight shutoff*, long-life service and low operating torque. The 
H-6800 Series is rated to max. 6000psig and performs on/off or 
diverter service.

*3-Way H-6800 is designed for diverting only and not for shutoff   
service. Inlet is from the bottom only. 3-Way H-6800 is designed to 
be fully opened to any of the side ports.
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Adjustable packing

Panel mounting 

End connections:  
LET-LOK®, Threaded 
Female & Male, 
Face Seal; 
others on request

1/4 Turn Operation
(for 2-way pattern)
1/2 Turn Operation
(for 3-way pattern)

Replaceable Handle 
indicates on/off position

Straight-through 
flow path, minimal 
pressure drop

Floating ball provides 
tight shut-off
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HIGH PERFORMANCE BALL VALVES H-6800 SERIES

Bi-directional flow

* Maximum Allowed Working Pressure, Maximum Allowed Working Temprature.
** ISLT – Integral Safety Lock-out Tag-out Patent pending 
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ANGLE AND 3-WAY VALVE 

TESTING
The H-6800 design has been tested for Burst and Proof. Standard testing 
for each H-6800 valve includes testing with nitrogen at 80 &1000Psig. 
Each valve is tested for leakage through the shell, packing and ball seats. 
The maximum allowable leakage across the ball seats is 0.1 std cc/min.

CLEANING & PACKAGING
HAM-LET’s H-6800 Ball Valve is treated with HAM-LET Passivation 
Cleaning and Packaging Procedure 8075. HAM-LET H-6800 Ball valves 
with face-seal end connections are treated with Oxygen Cleaning and 
Packaging Procedure 8055. Oxygen Cleaning and Packaging Procedure 
8055 is available as an option.

Cleaning and packaging procedures 8075 and 8055 are available for 
reference on HAM-LET website.

PACKING ADJUSTMENT
Due to the varied service applications of the valve, packing adjustment 
may be occasionally necessary. Packing is factory adjusted to 1000 psig 
service. Initial adjustment is recommended after installation and prior 
to start-up. Please find more information in the installation instruction 
chapter. HAM-LET Ball Valves are designed for operation in the fully 
closed or fully open position.

SEAT MATERIAL CHARACTERISTICS
TFM1600 
Excellent seat material for purity applications. Very low residual material 
during operation. Lower deformation ratio than PTFE, but higher 
pressure and temperature ratings than PTFE. Rated up to 410°F (210°C). 
Chemical resistance equal to PTFE material.

PCTFE (Kel-F®)
Excellent seat material for low temperature applications such as Oxygen 
and Nitrogen. 
Suitable for low temperature applications down to -40ºC (-40ºF).

PEEK (PolyEtherEtherKeton)
Excellent seat material for high-pressure and high-temperature 
applications. Excellent chemical resistance. Can be used continuosly 
to 500ºF (260ºC) and in hot water or steam without permanent loss 
in physical properties. High strength for hostile enviroment and high 
pressure.

MANUAL OPERATION

S - Black Handle* 

B - Blue Handle 

R - Red Handle 

G - Green Handle

 Metal Handle

Y - Yellow
       Handle

PRESSURE TEMPERATURE RATINGS
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HIGH PERFORMANCE BALL VALVES H-6800 SERIES

*Black Nylon Handle with brass insert is standard.

Body Material MAWP* MAWT** Seat Material

St.St. ASTM 
A351 Gr. CF8M

3000psi (410bar) 410°F (210°C) TFM1600®

St.St. ASTM A-276 6000psi (206bar) 500°F (260°C) PEEK
St.St. ASTM A-276 6000psi (206bar) 284°F (140°C) PCTFE
Brass ASTM B-16 3000psi (410bar) 410°F (210°C) TFM 1600®

BODY & SEAT MATERIAL COMBINATIONS

For other body and seat combinations, please contact our cutomer service.  
* Maximum Allowed Working Pressure.
** Maximum Allowed Working Temprature. 

NOTE: Bottom entry only NOTE: Bottom entry only
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STRAIGHT PORT, STANDARD CONFIGURATION DIMENSIONS

Size End 
Connection

Orifice Cv A B C D E F G H I* J**

mm inch mm inch mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in

1/16''

Let-Lok®

Inch

1.3 0.051 0.1 70.2 2.76 35.1 1.38 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/8'' 2.4 0.094 0.2 78.6 3.09 39.3 1.55 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 2.4 83.6 3.29 41.8 1.65 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 1.5 86.3 3.40 43.15 1.70 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 12 102.5 4.04 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 6.5 102.5 4.04 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3mm

Let-Lok®

Metric

2.4 0.094 0.2 78.6 3.09 39.3 1.55 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

6mm 4.8 0.189 2.4 83.6 3.29 41.8 1.65 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

8mm 4.8 0.189 1.5 84.8 3.34 42.4 1.67 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

10mm 4.8 0.189 1.5 86.4 3.40 43.2 1.70 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

12mm 10.3 0.40 12 102.5 4.04 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

18mm 10.3 0.40 6.5 102.5 4.04 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

1/8''

Female
NPT

4.8 0.189 1.2 63.6 2.16 31.8 1.08 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.9 63.6 2.50 31.8 1.25 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.6 69.6 2.74 34.8 1.37 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 6.3 87.4 3.44 43.7 1.72 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 3.8 91.0 3.58 45.5 1.79 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

1/8''

Female
BSPT/BSPP

4.8 0.189 1.2 63.6 2.16 31.8 1.08 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.9 63.6 2.50 31.8 1.25 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.6 69.6 2.74 34.8 1.37 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 6.3 87.4 3.44 43.7 1.72 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 3.5 91.0 3.58 45.5 1.79 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

1/8''

Male
NPT

4.8 0.189 1.5 67.6 2.66 33.8 1.33 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 1.2 76.6 3.02 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.9 76.6 3.02 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 8.2 92.4 3.64 46.2 1.82 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 4.5 94.4 3.71 47.2 1.86 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

1/8''

Male
BSPT/BSPP

4.8 0.189 1.5 65.4 2.57 32.7 1.29 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 1.2 76.6 3.02 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.9 76.6 3.02 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 8.2 92.4 3.64 46.2 1.82 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 4.5 94.4 3.71 47.2 1.86 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

1/4'' Face Seal
Male

4.5 0.18 2.4 79.8 3.14 39.9 1.57 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 11.30 0.44 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 12 93.8 3.69 46.9 1.85 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 16.00 0.63 80.0 3.15 6.5 0.255

Face to face dimensions for LET-LOK® end connections (dimensions A and B) are finger tight.
*  Refers to standard nylon handle.
** Maximum panel thickness.
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HIGH PERFORMANCE BALL VALVES H-6800 SERIES

Dimensions are for reference only, and are subject to change.
 

STRAIGHT PORT VALVE
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ANGLE & 3-PORT, STANDARD CONFIGURATION DIMENSIONS

Size End 
Connection

Orifice Cv A A1 B C D E F G H I* J**      

mm inch mm inch mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in

1/16''

Let-Lok®

Inch

1.3 0.051 0.08 70.2 2.76 49.3 1.94 35.1 1.38 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 37.9 1.49 50.0 1.96 6.5 0.255

1/8'' 2.4 0.094 0.15 78.6 3.09 52.0 2.05 39.3 1.55 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 42.1 1.66 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.90 83.6 3.29 52.8 2.08 41.8 1.65 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 44.6 1.76 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.60 86.3 3.40 54.5 2.15 43.15 1.70 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 46.0 1.81 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 4.6 102.5 4.04 67.3 2.65 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 57.5 2.26 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 3.8 102.5 4.04 67.3 2.65 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 57.5 2.26 80.0 3.15 6.5 0.255

3mm

Let-Lok®

Metric

2.4 0.094 0.15 78.6 3.09 52.0 2.05 39.3 1.55 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 42.1 1.66 50.0 1.96 6.5 0.255

6mm 4.8 0.189 0.90 83.6 3.29 52.8 2.08 41.8 1.65 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 44.6 1.76 50.0 1.96 6.5 0.255

8mm 4.8 0.189 0.80 84.8 3.34 61.0 2.4 42.4 1.67 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 46.0 1.81 50.0 1.96 6.5 0.255

10mm 4.8 0.189 0.60 86.4 3.40 61.9 2.44 43.2 1.70 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 46.0 1.81 50.0 1.96 6.5 0.255

12mm 10.3 0.40 4.6 102.5 4.04 47.35 1.86 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 57.5 2.11 80.0 3.15 6.5 0.255

18mm 10.3 0.40 2.5 102.5 4.04 47.35 1.86 51.25 2.02 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 57.5 1.19 80.0 3.15 6.5 0.255

1/8''

Female
NPT

4.8 0.189 0.3 63.6 2.16 38.5 1.5 31.8 1.08 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 34.6 1.36 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.75 63.6 2.50 42.9 1.69 31.8 1.25 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 34.6 1.36 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.5 69.6 2.74 45.9 1.8 34.8 1.37 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 37.6 1.48 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 3.5 87.4 3.44 59.7 2.35 43.7 1.72 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 50.0 1.97 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 2.5 91.0 3.58 61.5 2.42 45.5 1.79 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 50.0 1.97 80.0 3.15 6.5 0.255

1/8''

Female
BSPT/BSPP

4.8 0.189 0.3 63.6 2.16 38.5 1.5 31.8 1.08 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 34.6 1.36 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.75 63.6 2.50 42.9 1.69 31.8 1.25 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 34.6 1.36 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.5 69.6 2.74 45.9 1.8 34.8 1.37 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 37.6 1.48 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 3.5 87.4 3.44 59.7 2.35 43.7 1.72 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 50.0 1.97 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 2.5 91.0 3.58 61.5 2.42 45.5 1.79 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 50.0 1.97 80.0 3.15 6.5 0.255

1/8''

Male
NPT

4.8 0.189 0.9 67.6 2.66 44.8 1.76 33.8 1.33 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 36.6 1.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.6 76.6 3.02 49.4 1.94 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 41.1 1.62 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.35 76.6 3.02 49.4 1.94 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 41.1 1.62 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 3.0 92.4 3.64 62.2 2.45 46.2 1.82 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 52.5 2.07 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 2.0 94.4 3.71 63.2 2.49 47.2 1.86 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 53.5 2.1 80.0 3.15 6.5 0.255

1/8''

Male
BSPT/BSPP

4.8 0.189 0.9 65.4 2.57 44.8 1.76 32.7 1.29 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 36.6 1.44 50.0 1.96 6.5 0.255

1/4'' 4.8 0.189 0.6 76.6 3.02 49.4 1.94 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 41.1 1.62 50.0 1.96 6.5 0.255

3/8'' 4.8 0.189 0.35 76.6 3.02 49.4 1.94 38.3 1.51 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 41.1 1.62 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 3.0 92.4 3.64 62.2 2.45 46.2 1.82 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 52.5 2.07 80.0 3.15 6.5 0.255

3/4'' 10.3 0.40 2.0 94.4 3.71 63.2 2.49 47.2 1.86 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 53.5 2.1 80.0 3.15 6.5 0.255

1/4'' Face Seal
Male

4.5 0.18 0.9 79.8 3.14 50.9 2.0 39.9 1.57 31.0 1.22 11.30 0.44 38.85 1.53 22.2 0.87 19.3 0.76 42.7 1.68 50.0 1.96 6.5 0.255

1/2'' 10.3 0.40 4.6 93.8 3.69 62.9 2.47 46.9 1.85 50.0 1.97 16.00 0.63 50.0 1.97 32.0 1.26 20.8 0.82 49.3 1.94 80.0 3.15 6.5 0.255

HIGH PERFORMANCE BALL VALVES H-6800 SERIES

VALVE ENDS Handle Designator K L

Up to 3/8 ends M 50 MM 31 MM
Up to 3/8 ends M7 70 MM 45 MM
From 1/2 to 3/4 ends M 110 MM 80 MM

DIMENSIONS FOR METAL HANDLE
K

L

See Ordering Information 

ANGLE & 3-PORT VALVE
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ISLTS - ISLT Black
ISLTB - ISLT Blue
ISLTR - ISLT Red
ISLTY - ISLT Yellow
ISLTG - ISLT Green

For ordering handle type or kit use the ordering information.

ISLT-Locking Device Al6061 Anodized Handle (St.St. internal 
components)
For color selection, please see ordering information on page 8.

HIGH PERFORMANCE BALL VALVES H-6800 SERIES

ISLT

   GENERAL
The integral locking mechanism enables safe and 
easy-to-use solutions for valve position locking and 
tagging. The design prevents undesirable valve position 
changes, even if no locking equipment is used. Avail-
able for 2-way straight and angle pattern in locked-
open and locked-closed positions.
For 3-way pattern valves, the ISLT handle allows  lock-
ing in left and right positions.

ISLT DEVICE CONSTRUCTION

No. Part Qty Material

1 Handle 1 Aluminum anodized
2 Latch 1 St.St.304
3 Pin 1 St.St.304
4 Spring 1 St.St.302
5 Set Screw 1 St.St.304

Integral Safety 
LockOut-TagOut Device

F
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G1
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1

2

3

A

B

C
D

H-6800 ISLT HANDLE - DIMENSIONS

VALVE SIZE
A B C D E F G H

inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm

1/16'' to 3/8'' 2.28 58.0 1.18 30.0 0.71 18.0 1.06 26.0 1.82 46.3 0.85 21.5 0.67 17.0 0.28 7.2
1/2'' to 3/4'' 4.28 108.7 2.76 70.2 1.1 28.0 1.59 39.0 2.70 68.7 1.3 33.0 0.98 25.0 0.37 9.50
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2

3

4

5

6

7

1

MATERIAL OF CONSTRUCTION

No. Part Qty Material

1 Actuator 1 AL 356-T5

2 Coupling 1 St.St.316

3 Bracket 1 St.St.304

4 Washer 4 St.St.304

5 Cap Screw 4 St.St.304

6 Panel Nut 2 St.St.316

7 H6800 1 St.St.316 / Brass *

 STANDARD CONFIGURATION DIMENSIONS

* Body material: St.St. ASTM A-276; St.St. ASTM A351 Gr. CF8M; Brass ASTM B-16

D
C

A
S/R

B
D/A

H

J

W

(0.315)
8.0

A
S/R

B1
D/A

E

K

H-6800 - PNEUMATIC ACTUATED VALVES 

GENERAL
The H-6800 Series offers quarter-turn rack-and-pinion pneumatic 
actuators.
The actuators are compact, lightweight, easy to mount, high cycle, 
and can be operated with standard, shop air pressure as Double 
Acting or Spring Return types.

FEATURES
  	Can be installed on straight and angle valves.
  	Compliant with ISO 5211 mounting standard.
  	Position indicators as standard.
  	Metric and Imperial port connections.
  	Wall-mounting brackets.
  	Mounting kits are available (see mounting-kit ordering on next page).
  	Limit switches are available (please contact HAM-LET representative).

*C-15 Actuators are standard for all sizes.          **C-20 Actuators are recommended for 1/2” valves and above with PCTFE and PEEK Packing.

VALVE
SIZE

Actuator
Size

A
S/R

B
D/A

B1
D/A

C D E H J K W

mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in

1/16'' - 3/4”* C15 110 4.31 86.0 3.39 97.8 3.85 68.8 2.71 50.8 2.0 66.0 2.6 145.2 5.71 33.5 1.32 35.0 1.38 71.0 2.79

1/2”- 3/4”** C20 131 5.17 102 4.03 117 4.60 80.5 3.17 61.5 2.42 77.2 3.04 150.1 5.9 38.4 1.51 35.0 1.38 71.0 2.79
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Single-Mounted Actuator
See ordering information.

Dual-Mounted Actuator
For ordering and more 
information, contact HAM-LET

ACTUATOR MOUNTING KIT

VALVE TORQUE DATA

Valve Size Breaking torque Actuator flange size
lbf.In N.m kgf.cm ISO 5211

Size
PCD

inch mm 
H6800 1/16'' - 3/8'' 14.2 1.6 16.3

FO5 1.97 50
H6800 1/2'' - 3/4'' 24.8 2.8 28.5
Valve torque data refers to TFM®1600 ball seats.

ACTUATOR TECHNICAL INFORMATION

ACTUATOR SIZE
AND TYPE

Minimum supply pressure Bridge flange size

Up to 3/8’’ 1/2’’ to 3/4’’ ISO 5211
Size

PCD

psig bar psig bar inch mm 

C15* SPRING RETURN 58 4.0 58 4.0 F05 1.97 50
C15* DOUBLE ACTING 40 3.0 40 3.0 F05 1.97 50

C20** SPRING RETURN 58 4.0
F05 1.97 50
F07 2.76 70

C20** DOUBLE ACTING 40 3.0
F05 1.97 50
F07 2.76 70

Mounting kit includes bridge, adapter, panel nut and wall mount bushings.

*C-15 Actuators are standard for all sizes.
**C-20 Actuators are recommended for 1/2” valves and above with PCTFE and PEEK Packing.

NOTES: C-15 Actuators are standard for all sizes.
              C-20 Actuators are optional for 1/2” valves and above with PCTFE and PEEK Packing.

Body 
Designator per
End Connection

1/4 for: 1/16 to 3/8
             3MM to 10MM

1/2 for: 1/2 to 3/4
            12MM to18MM

1/4Z  -  6800 - - - - - MK

Mounting Kit

MK- Mounting Kit

C15

Actuator 
Size

C15
C20

IM

Imperial /
Metric

IM - Imperial
MT - Metric

SR

Actuator 
type

SR - Spring Return
DA - Double Acting

ACTUATORS ORDERING INFORMATION

C 15 DA IM- - 

Actuator
Size

15
20

DA- Double Acting
SR- Spring Return

IM - Imperial
MT - Metric

Note: 
For actuated valve 
please refer to H-6800  
Ordering Information. 
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HIGH PERFORMANCE BALL VALVES H-6800 SERIES

Valve Type

00 - LET-LOK® End Connection

10 - Female End Connection

80 Male End Connection

85 - Male to Female End Connection

90 Female to LET-LOK® End Connection

95 - Male to LET-LOK® End Connection

Body and Ends
Material*

SS - St.St. 316
B - Brass

End Connection

L - LET-LOK® End
N - Threaded NPT
G - ISO parallel
R - ISO Tapered
GL - Metal Gasket Face seal
HL - One-Lok Tube Fittings
NL - NPT to LET-LOK®
LN - LET-LOK® to NPT

Handle

S Black Nylon Handle 
R Red Nylon Handle
B Blue Nylon Handle
Y Yellow Nylon Handle
G Green Nylon Handle
M Metal (St.St.) Handle
M7 Metal (St.St.) Handle 70mm

length*

ISLTS ISLT Black
ISLTB ISLT Blue
ISLTR ISLT Red
ISLTY ISLT Yellow
ISLTG ISLT Green

End Connection
Size

1/16 3 MM
1/8 6 MM
1/4   8 MM
3/8   10 MM
1/2   12 MM
3/4 18 MM

Seat
Material

P TFM®1600
C PCTFE
A PEEK

Valves Series

H 68 00 L C S1/4

OPTIONAL

SS

Valve Pattern
Type

S Straight Port Valve
A Angle Port Valve
T 3-Port Valve

S

Position

NO Normally Open
NC Normally Closed

Actuator

C15 Standard
C20 Optional for

1/2’’ - 3/4’’ only

Actuation type

SR Spring Return
DA Double Acting

Imperial /
Metric

IM Imperial
MT Metric

Other end connections are 
available upon request.

NOTES: C-15 Actuators 
are standard for all sizes.
C-20 Actuators are 
recommended for 1/2” 
valves and above with 
PCTFE and PEEK Packing.

Treatments

BLANK  - Standard Cleaning &
Passivation

OC - Oxygen Clean
LF - Lubricant Free  

*For other materials, please 
consult Ham-Let

*Extended Metal Handle for valves 
	 up to 3/8”.
Recommended for PCTFE and PEEK valves.
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ORDERING INFORMATION FOR SPARE KITS

Seal Kit includes seats, stem packings, body seals and lable.

Warning
Select the right component for safety’s sake: The total design of the system must be taken into consideration when selecting components in order to ensure that your HAM-LET products 
provide safe, trouble-free operation. It is the responsibility of the system designer and the user to consider the compatibility of the materials, of the components and system, the function 
of the component, appropriate ratings and to ensure proper installation, operation and maintenance.
Improper selection or use of products can cause property damage or personal injury, in respect of which the system designer and/or the user shall be solely liable and responsible.

SEAL KIT

HANDLE KIT

Handle Type

S Black Nylon Handle 
R Red Nylon Handle
B Blue Nylon Handle
Y Yellow Nylon Handle
G Green Nylon Handle
M Metal (St.St.) Handle
M7 Metal St.St Handle 70 mm
ISLTS ISLT Black
ISLTB ISLT Blue
ISLTR ISLT Red
ISLTY ISLT Yellow
ISLTG ISLT Green

Kit Type

SK Seal Kit

Kit Type

HK Handle Kit

Valve Pattern

2 Way For straight and angle Valves

3 Way For T Port Valves

Seat
Material
P TFM®1600
C PCTFE
A PEEK

NOTE:
For Seal kits for “Old Design” valves, please contact Ham-Let representative.

Z            -            6800          -                   SK                 -                 1/4                  -                 A              -                2 WAY

Z             -             6800          -                   HK                 -                 1/4                      -                      S

Handle kit includes handle and set screw. To order a spare-parts kit, use the following format:

Body Designator per 
End Connection

1/4 for: 1/16 to 3/8
             3MM to 10MM

1/2 for: 1/2 to 3/4
            12MM to18MM

Body Designator per 
End Connection

1/4 for: 1/16 to 3/8
             3MM to 10MM

1/2 for: 1/2 to 3/4
            12MM to18MM

H-6800, Rev.06, January 2010TFM® - TM DuPont
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MATERIALS OF CONSTRUCTION

No. Components Qty Material

1 Handle 1 Nylon + Glass Fiber

2 Set Screw 1 St.St.304

3 Panel Nut 1 St.St.304

4 Packing Bolt 1 St.St.316

5 Gland 1 St.St.304

6 Stem Packing 1 Virgin PTFE  

7 Washer 1 St.St.304

8 Ball Stem 1 St.St.316

9 Seat Disc 2 St.St.304 (PTFE coated)

10 Seat 1 PFA

11 Seat Ring 2 St.St.304 (PTFE coated)

12 Body 1 St.St. ASTM A351 Gr. CF8M

H-800 FEATURES
  On/off-service, one-piece Ball Valve with 2-way pattern
  Encapsulated Ball Stem design
  Diverter and on/off–service, one-piece Ball Valve with 3-way pattern
  Stainless Steel construction
  Allows bidirectional flow in 2-way straight pattern  
  Has virtually no dead space 
  One-piece Ball Stem ensures alignment of stem and orifice 
  MAWP 3000 psi (206 bar)
  MAWT 300ºF (149ºC)
  Panel mountable 
  Vent options
  Variable end connection types and sizes from 1/16” to 1/2”, 3mm to 12mm
  Operation with colored Nylon handles, metal handles 

The H-800, one-piece Ball Valve series is designed for general 
service and instrumentation panels. Valve design enables low 
and high working pressure and accommodating a
wide temperature range with high life cycle.
One-piece body design reduces possibility of shell leakage.  
The valves offer tight shutoff, long-life service and low 
operating torque. 

H-800 GENERAL

1

3

2

4

5

6

7

8

10

12

11

9

Nut for Panel
Mounting

Ball-Stem design 
enables bidirectional 
flow

Adjustable Packing 
can repair seat & 
packing leakages

Directional Handle 
indicates on/off 
position

1/4 Turn Operation for 
straight and angle pattern.
1/2 Turn Operation for
T type valve

Encapsulated Stem does not 
require system pressure to 
seal, reduces potential leakage 
points and is easily cleaned 
and purged 

HAM-LET H-800 Ball Valves are designed for fully open or 
fully closed operation only.
After a period of non-operation, valve’s braking torque 
may rise.
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PRESSURE TEMPERATURE RATING

H-800 COLORED AND METAL HANDLES

TESTING
HAM-LET H-800 design has been tested for Burst and Proof.  
Standard testing for each H-800 valve includes testing with nitrogen at 
1000psig. Each valve is tested for leakage through the shell, packing 
and ball seats. 
The maximum allowable leakage across the ball seat is 0.1 std cc/min.

CLEANING & PACKAGING
The H-800 One Piece Ball Valve is treated with HAM-LET “Passivation 
Cleaning and Packaging (Procedure 8075)”.  
HAM-LET Cleaning and packaging (procedures 8075 and 8055) are 
available for reference on HAM-LET website.

PACKING ADJUSTMENT
Due to the varied service applications of the valve, packing adjustment 
may be occasionally necessary. 

Packing adjustment for this valve can fix not only leakage through stem 
but also leakage through the seats.

Packing is factory adjusted to 1000 psig service. Initial adjustment is 
recommended after installation and prior to start-up. 
HAM-LET Ball Valves are designed for operation in fully
closed or fully open position only.

MANUAL OPERATION

*S

B R
G

Y

S - Black Handle*
B - Blue Handle
R - Red Handle
G - Green Handle
Y - Yellow Handle
M- Metal Handle
 * Black Nylon handle is standard. 

H-800 T-Type H-800 Angle-Type 

NOTE: Bottom Entry Only NOTE: Bottom Entry Only

FLOW DIRECTION

P
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ur

e 
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P
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e 
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)
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Temp. (°C)
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(Required
panel hole)

(Required
panel hole)

COMPACT ONE-PIECE BALL VALVES H-800 SERIES

 STANDARD CONFIGURATION DIMENSIONS
End 

connection

B
o

d
y 

S
iz

e 
D

es
ig

na
to

r

Orifice CV
straight

CV
angle

Dimensions

Type Size A B C 
(Angle)

D E F L G H 
(Diameter)

J W

mm inch
mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

Let-Lok 
Imperial

1/16

S

1.3 0.051 0.1 - 42.7 1.68 21.35 0.84 20.6 0.81

8.6 0.34 7.1 0.28 28.4 1.12 50 1.97 6.4 1/4. 15.1 19/32. 34.5 1.36 17 0.671/8 2.4 0.094 0.2 0.15 51.1 2.01 25.70 1.01 24.6 0.97

1/4
3.2 0.126 0.6 0.35 56.1 2.21 27.90 1.10 27.2 1.07

M 4.8 0.189
1.4 0.9 60.7 2.39 30.50 1.20 29.7 1.17

11.2 0.44 9.7 0.38 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 37.3 1.47 19.8 0.78

3/8
1.5 0.9 65.5 2.58 32.75 1.29 32.8 1.29

L
7.1 0.279

6 2 77.5 3.05 38.60 1.52 36.3 1.43 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 28.4 1.12

1/2 L 12 4.6 99.6 3.27 49.80 1.64 44.2 1.74 17.5 0.69 17.5 0.69 76.2 3 82.3 3.24 9.5 3/8. 38.1 1/1-2. 61.7 2.43 28.4 1.12

Let-Lok 
Metric

3mm
S

2.4 0.094 0.2 0.15 51.1 2.01 25.70 1.01 24.6 0.97
8.6 0.34 7.1 0.28 28.4 1.12 50 1.97 6.4 1/4. 15.1 19/32. 34.5 1.36 17 0.67

6mm
3.2 0.126 0.6 0.35 56.1 2.21 28.05 1.10 27.2 1.07

M 4.8 0.189
1.4 0.9 60.7 2.39 30.35 1.20 29.7 1.17

11.2 0.44 9.7 0.38 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 37.3 1.47 19.8 0.78
8mm 1.5 0.9 62.5 2.46 31.25 1.23 30.5 1.2

10mm L
7.1 0.279

6 2 78.0 3.07 38.90 1.53 36.3 1.43 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 28.4 1.12

12mm L 12 4.6 99.6 3.92 49.80 1.96 44.2 1.74 17.5 0.69 17.5 0.69 76.2 3 82.3 3.24 9.5 3/8. 38.1 1/1-2. 61.7 2.43 28.4 1.12

F-NPT

1/8
S 3.2 0.126 0.5 0.3 41.4 1.63 20.60 0.81 20.6 0.81 8.6 0.34 7.1 0.28 28.4 1.12 50 1.97 6.4 1/4. 15.1 19/32. 34.5 1.36 17 0.67

M 4.8 0.189
1.2 0.7 50.8 2.00 25.40 1.00 25.4 1.00 11.2 0.44 9.7 0.38 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32.

37.3 1.47
19.8 0.78

1/4
0.9 0.75 52.3 2.06 26.20 1.03 26.2 1.03 11.2 0.44 9.7 0.38 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 19.8 0.78

L 7.1 0.279
3 1.7 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 28.4 1.12

3/8 2.6 1.5 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 28.4 1.12

M-NPT 1/4

M 4.8 0.189

1.2 0.75 50.8 2.00 25.40 1.00 26.2

1.03 11.2 0.44 9.7 0.38 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 37.3 1.47 19.8 0.78
M-NPT to 
Let-Lok 1/4 1.6 0.75 55.9 2.20 30.5 1.20 26.2

Female 
ISO 7-1 
tapered

1/4 0.9 - 52.3 2.06 26.15 1.03 26.15

3/8 L 7.1 0.279 2.6 - 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 28.4 1.12

O-Ring 
Face Seal 1/4

S 3.2 0.126 0.6 0.35 44.4 1.75 22.40 0.88 23.9 0.94 11.2 0.44

9.7 0.38

28.4 1.12 50 1.97 3.2 1/8. 15.1 19/32. 34.5 1.36 19.8 0.78

M 4.8 2.4 0.9 47.8 1.88 23.90 0.94 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 37.3 1.47 19.8 0.78

Face Seal 
Male

1/4
S 3.2 0.126 0.6 0.35

54.1 2.13 27.05 1.06 27.7 1.09
11.2 0.44 28.4 1.12 50 1.97 3.2 1/8. 15.1 19/32. 34.5 1.36 19.8 0.78

M 4.8 0.189 2.4 0.9 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16. 19.8 25/32. 37.3 1.47 19.8 0.78

1/2 L 7.1 0.279 6 - 73.2 2.88 36.60 1.44 x 14.2 0.56 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8. 28.6 1/1-8. 52.6 2.07 38.1 1.5

Dimensions are for reference only, and are subject to change.
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(Required
panel hole)

 STANDARD CONFIGURATION DIMENSIONS
End 

connection

B
o

d
y 
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e 
D
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r

Orifice CV Dimensions

Type Size A B C D F L G H 
(Diameter)

J W

mm inch
mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

Let-Lok 
Imperial

1/16

S

1.3 0.051 0.08 42.7 1.68 21.35 0.84 20.6 0.81

8.6 0.34 28.7 1.13 50 1.97 6.4 1/4 15.1 19/32 34.5 1.36 17 0.671/8 2.4 0.094 0.15 51.1 2.01 25.70 1.01 24.6 0.97

1/4
3.2 0.126 0.35 56.1 2.21 27.90 1.10 27.2 1.07

M 4.8 0.189 0.9 60.7 2.39 30.50 1.20 29.7 1.17 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16 19.8 25/32 37.3 1.47 19.8 0.78

3/8 L
7.1 0.279

2 73.4 2.89 36.80 1.45 36.3 1.43 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8 28.6 1/1-8 52.6 2.07 28.4 1.12

1/2 L 4.6 88.4 3.48 44.20 1.64 44.2 1.74 17.5 0.69 76.2 3 82.3 3.24 9.5 3/8. 38.1 1/1-2. 61.7 2.43 28.4 1.12

Let-Lok 
Metric

3mm
S

2.4 0.094 0.15 51.1 2.01 25.70 1.01 24.6 0.97
8.6 0.34 28.7 1.13 50 1.97 6.4 1/4 15.1 19/32 34.5 1.36 17 0.67

6mm
3.2 0.126 0.35 56.1 2.21 27.90 1.10 27.2 1.07

M 4.8 0.189
0.9 60.7 2.39 30.50 1.20 29.7 1.17

11.2 0.44 38.9 1.53 63 2.48 4.8 3/16 19.8 25/32 37.3 1.47 19.8 0.78
8mm 0.8 62.5 2.46 31.25 1.23 30.5 1.2

10mm L
7.1 0.279

2 73.4 2.89 36.80 1.45 36.3 1.43 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8 28.6 1/1-8 52.6 2.07 28.4 1.12

12mm L 4.6 88.4 3.48 44.20 1.63 44.2 1.74 17.5 0.69 76.2 3 82.3 3.24 9.7 3/8. 38.1 1/1-2. 61.7 2.43 28.4 1.12

F-NPT

1/8 S 3.2 0.126 0.3 41.4 1.63 20.60 0.81 20.6 0.81 8.6 0.34 28.7 1.13 50 1.97 6.4 1/4 15.1 19/32 34.5 1.36 17 0.67

1/4
M 4.8 0.189 0.75 52.3 2.06 26.20 1.03 26.2 1.03 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16 19.8 25/32 37.3 1.47 19.8 0.78

L 7.1 0.279
1.7 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8 28.6 1/1-8 52.6 2.07 28.4 1.12

3/8 1.5 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8 28.6 1/1-8 52.6 2.07 28.4 1.12

M-NPT to 
Let-Lok 1/4

M 4.8 0.189
0.8 60.7 2.39 30.50 1.20 26.2

1.03 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16 19.8 25/32 37.3 1.47 19.8 0.78

Female 
ISO 7-1 
tapered

1/4 0.75 52.3 2.06 26.15 1.03 26.15

3/8 L 7.1 0.279 1.5 63.5 2.50 31.75 1.25 31.75 1.25 14.2 0.56 50.8 2 82.3 3.24 9.5 3/8 28.6 1/1-8 52.6 2.07 28.4 1.12

Face Seal 
Male

1/4
S 3.2 0.126 0.35

54.1 2.13 27.05 1.06 27.7 1.09
11.2 0.44 28.4 1.12 50 1.97 3.2 1/8 15.1 19/32 34.5 1.36 19.8 0.78

M 4.8 0.189 0.9 11.2 0.44 38.9 1.53 63 2.48 4.8 3/16 19.8 25/32 37.3 1.47 19.8 0.78

Dimensions are for reference only, and are subject to change.
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End Connection
Type

L -LET-LOK®
N -NPT
G - ISO parallel
R - ISO Tapered
GL -Metal Face seal
HL -One Lok

End Connection
Size

1/8 3 MM
1/4 6 MM
3/8 8 MM
1/2 10 MM
3/4 12 MM

OPTIONAL

1/4 - -

Handle Type

S Black Nylon Handle 
R Red Nylon Handle
B Blue Nylon Handle
Y Yellow Nylon Handle
G Green Nylon Handle
M Metal (St.St.) Handle
* Black Nylon handle is standard.

Body
Designator

S Small
M Medium
L Large

Warning Select the right component for safety’s sake: The total design of the system must be taken into consideration when selecting components in order to ensure that your HAM-LET 
products provide safe, trouble-free operation. It is the responsibility of the system designer and the user to consider the compatibility of the materials, of the components and system, the 
function of the component, appropriate ratings and to ensure proper installation, operation and maintenance. Improper selection or use of products can cause property damage or personal 
injury, in respect of which the system designer and/or the user shall be solely liable and responsible.

H-800 SERIES ORDERING INFORMATION

HANDLE KIT

Body
Designator

S - Small
M - Medium
L - Large

Vent Option

DV - Down Stream Vent
UV - Up Stream Vent

Body and Ends
Meterial

SS - St.St.316

Valve Series

H-8 00 - LSSS -

Valve Pattern
Type

BLANK - Straight
A - Angle
T - 3-Port Valve

Handle

BLANK Black Nylon Handle* 
RH Red Nylon Handle
BH Blue Nylon Handle
YH Yellow Nylon Handle
GH Green Nylon Handle
M Metal (St.St.) Handle
* Black Nylon handle is standard.

--

Treatments

BLANK - Standard Cleaning &
Passivation

OC - Oxygen Clean
LF - Lubricant Free  

Z-800 HK-S - S

H-800 Valve
Series

Handle Kit

Valve Type

00 - LET-LOK® Ends 
10 - Female Ends
80 - Male Ends
85 - Male to Female Ends

Handle kit contains handle and set screw

H-800, Rev.02, January 2010
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THREE-PIECE BALL VALVES H-500 SERIES

MATERIALS OF CONSTRUCTION

No. Components Material Qty

1 Handle St.St. 304 1

2 Stem Nut St.St. 304 2

3 Stem Washer St.St. 316 1

4 Lock Saddle St.St. 304 1

5 Belleville Washer St.St. 304 2

6 Gland St.St. 304 1

7 Stem Packing MG1241 / PTFE 1

8 Stem Seal MG1241 2

9 Stem St.St. 316 1

10 Locking Device St.St. 316 1

11 Handle Sleeve Vinyl 1

12 Stop Pin St.St. 304 1

13 Tightening Bolt St.St. 304 4

14 End Cap ASTM A351 Gr. CF3M 2

15 Joint Gasket PTFE 2

16 Seat PTFE 2

17 Body ASTM A351 Gr. CF8M 1

18 Ball St.St. 316 1

19 Washer St.St. 316 4

20 Bolt Nut St.St. 316 4

H-500 FEATURES
3-piece heavy-duty ball valves with:
  	Precision Investment cast body in CF8M stainless steel 
  	Precision Investment cast end caps in CF3M stainless steel 
  	Blow-out proof stem with Belleville washer design for long life stem sealing 
  	ISO 5211 Mounting Pad for automation
  	Manual Operation with integral locking device
  	Flow coefficient (Cv) from 1.2 to 24.0
  	MAWP 3000 psig (204 Bar)
  	MAWT 450°F (232°C)

GENERAL
The H-500 Series is a moderate-pressure instrumentation 
Ball Valve for general service and instrumentation panels. 
The valves offer large ports for high flow, tight shutoff, long-life 
service and low operating torque. 
The H-500 Series can be used for bi-directional flow, is rated to 
max. 3000 psig (204 Bar) and performs on/off service.

12
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TFM®1600 - PTFE Seats

TFM®1600 - (PFA and PTFE composite)
Color - Bright White

Excellent seat material for purity applications, very low residual 
material during operation. It has lower deformation ratio than PTFE, 
but higher pressure and temperature rating than PTFE. Chemical 
resistance is equal to PTFE material.

PRESSURE TEMPERATURE RATING

Virgin PTFE Seats

PTFE (Virgin Teflon®) 
Color - White

A good all around, general-purpose seat material. PTFE has 
outstanding resistance to chemical attack by a broad range of 
organic chemicals, inorganic chemicals and solvents, and is generally 
considered chemically inert. PTFE is a self lubricating polymer with 
a very low coefficient of friction, which makes an excellent seat 
material.
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THREE-PIECE BALL VALVES H-500 SERIES

St. St. Powder 50% Filled PTFE Seats

St. St. Powder Filled PTFE
Color - Gray

Excellent seat material for general applications to prevent over 
expansion and seat extrusion. 
It has lower deformation ratio than PTFE, but higher pressure and 
temperature rating. Chemical resistance is equal to PTFE material.
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PEEK Seats

PEEK (Poly Ether Keton)
Color - Offwhite

Excellent seat material for high-pressure and high-temperature 
applications. Excellent chemical resistance.
Can be used countinuously to 450°F (232°C) and in hot water or 
steam without permanent loss in physical properties. 
High strength for hostile environment and high pressure.
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THREE-PIECE BALL VALVES H-500 SERIES

H-510 FEMALE NPT / BSPT STANDARD CONFIGURATION DIMENSIONS

VALVE SIZE Orifice Cv Ball ID A B F C D H J G

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

1/4’’ 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

3/8” 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

1/2” 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

3/4” 14.1 0.56 12.0 14.1 0.56 74.0 2.91 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.36 33.0 1.30 121.5 4.78 38.2 1.50

1” 20.0 0.79 36.0 20.0 0.79 99.0 3.90 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 42.0 1.65 151 5.94 44.0 1.73

H-500 LET-LOK STANDARD CONFIGURATION DIMENSIONS

VALVE SIZE Orifice Cv Ball ID A B F C D H J G  

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

6 1/4’’ 4.8 0.19 1.2 11.0 0.43 80.5 3.17 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 14.3 0.56 121.5 4.78 32.0 1.26

10 3/8” 7.1 0.28 3.8 11.0 0.43 83.3 3.28 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 17.5 0.69 121.5 4.78 32.0 1.26

12 1/2” 10.3 0.40 7.6 11.0 0.43 92.3 3.63 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 22.2 0.87 121.5 4.78 32.0 1.26

20 3/4” 13.0 0.51 13.6 14.1 0.56 92.7 3.65 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.36 28.6 1.13 121.5 4.78 38.2 1.50

25 1” 20.0 0.79 36.0 20.0 0.79 124.4 4.90 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 38.1 1.50 151 5.94 44.0 1.73
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H-510 PIPE SOCKET WELD 

VALVE SIZE Orifice Cv Ball ID A B F C D H J G

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

1/4’’ 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

3/8” 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

1/2” 11.0 0.43 10 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 27.0 1.06 121.5 4.78 32.0 1.26

3/4” 14.1 0.56 12.0 14.1 0.56 74.0 2.91 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.36 33.0 1.30 121.5 4.78 38.2 1.50

1” 20.0 0.79 36.0 20.0 0.79 99.0 3.90 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 42.0 1.65 151 5.94 44.0 1.73

H-510 TUBE SOCKET WELD STANDARD CONFIGURATION DIMENSIONS

VALVE SIZE Orifice Cv Ball ID A B F C D OD J G

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

6 1/4’’ 4.8 0.19 1.2 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 20.5 0.81 121.5 4.78 32.0 1.26

10 3/8” 7.1 0.28 3.7 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 20.5 0.81 121.5 4.78 32.0 1.26

12 1/2” 10.3 0.40 7.5 11.0 0.43 70.0 2.76 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 20.5 0.81 121.5 4.78 32.0 1.26

20 3/4” 14.1 0.56 12.0 14.1 0.56 74.0 2.91 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.362 27.0 1.06 121.5 4.78 38.2 1.50

25 1” 22.35 0.88 38.0 22.35 0.88 99.0 3.90 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 34.0 1.34 151.0 5.94 44.0 1.73
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H-580 EXTENDED AND SHORT TUBE BUTTWELD

VALVE SIZE Orifice Cv Ball ID A
extended

A
short

B F C D OD J G

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

6 1/4’’ 4.4 0.17 1 9.4 0.37 - - 71.5 2.81 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 6.4 0.25 121.5 4.78 32.0 1.26

10 3/8” 7.7 0.3 3.8 9.4 0.37 - - 71.5 2.81 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 9.57 0.38 121.5 4.78 32.0 1.26

12 1/2” 9.4 0.37 7 9.4 0.37 140 5.5 - - 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 12.7 0.5 121.5 4.78 32.0 1.26

20 3/4” 15.75 0.62 18 15.8 0.87 150 5.9 - - 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.36 19.05 0.75 121.5 4.78 38.2 1.50

25 1” 22.1 0.87 38 22.35 0.88 161.2 6.35 - - 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 25.4 1 151 5.94 44.0 1.73

H-580 PIPE BUTTWELD STANDARD CONFIGURATION DIMENSIONS

VALVE SIZE Orifice Cv Ball ID A B F C D OD ID J G

mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch mm inch

1/4’’ 9.2 0.36 7 11.0 0.43 67 2.64 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 13.7 0.54 9.2 0.36 121.5 4.78 32.0 1.26

3/8” 11 0.43 10 11.0 0.43 67 2.64 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 17.1 0.67 12.5 0.49 121.5 4.78 32.0 1.26

1/2” 11 0.43 10 11.0 0.43 67 2.64 20.6 0.81 44.4 1.75 40.5 1.59 56.5 2.22 21.3 0.84 15.8 0.62 121.5 4.78 32.0 1.26

3/4” 14.1 0.56 12 14.1 0.56 72 2.83 24.6 0.97 50.8 2.00 44.0 1.73 60.0 2.36 27.1 1.07 21.0 0.83 121.5 4.78 38.2 1.50

1” 20 0.79 36 20.0 0.79 97 3.82 31.8 1.25 60.0 2.36 56.7 2.23 74.5 2.93 34.1 1.34 26.6 1.05 151 5.94 44.0 1.73

B
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H-500 OVAL HANDLE

VALVE SIZE A B C

mm inch mm inch mm inch

1/4'', 3/8”, 1/2” 40.5 1.6 105.0 4.13 66 2.6

3/4” 44 1.73 105.0 4.13 70 2.75

1” 56.7 2.23 105.0 4.13 88.7 3.49

H-500 GRIP HANDLE (OVAL)

VALVE SIZE A B C D E

mm inch mm inch mm inch mm inch mm inch

1/4" 104 4.09 94.5 3.72 40.5 1.59 27.5 1.08 49.5 1.95

3/8" 104 4.09 94.5 3.72 40.5 1.59 27.5 1.08 49.5 1.95

1/2" 104 4.09 94.5 3.72 40.5 1.59 27.5 1.08 49.5 1.95

3/4" 104 4.09 98 3.86 44 1.73 30.5 1.2 56 2.2

A

E

D

C

B



Seat Material

BLANK PTFE
T - TFM®1600
E - St.St. Filled PTFE
PK- PEEK

End Connection Type

L LET-LOK®
HL ONE-LOK®
N NPT
R ISO Tapered
TSW Tube socket weld
TBW Tube buttweld
XTBW Extended Tube buttweld
PSW Pipe socket weld
PBW Pipe buttweld sch 40

Valve Series

H-5 - -00 SS L 1/4

Handle

BLANK Lever Handle

OH Oval Handle
GH Grip Handle

End Connection 
Size

1/4 6 MM
3/8 10 MM
1/2   12 MM
3/4   20 MM
1”      25 MM

- -- - - - - -

Structure Material

SS          - St.St.316
End Cups - ASTM A351 Gr. CF3M
Body     - ASTM A351 Gr. CF8M

OPTIONAL

Position

NO Normally Open
NC Normally Closed

Actuator

C15 Standard
C20 Optional for

1/2’’ - 3/4’’ only

Actuation Type

SR Spring Return
DA Double Acting

Imperial /
Metric

IM Imperial
MT Metric

NOTES: C15 Actuators 
are standard up to 3/4” 
ends.
C20 Actuators are
standard for 1” and 
larger ends and all PEEK 
packed Valves

* all Handles are with 
  locking device standard

Treatments

BLANK  - Standard Cleaning &
Passivation

OC - Oxygen Clean
LF - Lubricant Free  

Valve Type

00 - LET-LOK® ends
10 - Female ends
80 - Male ends
85 - Male to Female ends
90 - Female to LET-LOK® ends
95 - Male to LET-LOK® ends

Warning Select the right component for safety's sake: The total design of the system must be taken into consideration when selecting components in order to ensure that your 
HAM-LET products provide safe, trouble-free operation. It is the responsibility of the system designer and the user to consider the compatibility of the materials, of the components 
and system, the function of the component, appropriate ratings and to ensure proper installation, operation and maintenance. Improper selection or use of products can cause property 
damage or personal injury, in respect of which the system designer and/or the user shall be solely liable and responsible.
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PACKING ADJUSTMENT
Due to the varied service applications of the 
valve, packing adjustment may occasionally 
be necessary. Packing is factory adjusted to 
1000 psig service. Initial packing adjustment 
is recommended after installation and prior 
to start-up. Please find more information on 
H-500 under Installation Instructions.

HAM-LET Ball Valves are designed for 
operation in the fully closed or fully open 
position.

TESTING
The H-500 Series Ball Valves design has been 
tested for Proof and Burst. 
Every H500 Ball Valve is factory tested with 
nitrogen at 1000 psi (69 bar). 
Maximum allowable leakage across seat is 0.1 
std cc/min.

CLEANING & PACKAGING
HAM-LET’s H-500 Ball Valve is treated with 
HAM-LET Passivation Cleaning and Packaging 
(Procedure 8075). 
Oxygen Cleaning and Packaging (Procedure 
8055) is available as an option.

H-500 SERIES ORDERING INFORMATION



ACTUATOR MOUNTING KIT

Seal
Material

P - PTFE

T - TFM®1600
E - St.St. Filled PTFE

PK- PEEK

PZ  -   500  -  SK   -       

Mounting kit includes bridge, adapter, panel nut and wall mount bushings.

NOTES: C15 Actuators are standard up to 3/4” ends
              C20 Actuators are standard for 1” and larger ends and all PEEK packed Valves.
.
              

1/4Z  -   500 - - - - MK

Mounting Kit

MK- Mounting Kit

C15

Actuator size

C15
C20

IM

Imperial /
Metric

IM - Imperial
MT - Metric

ORDERING INFORMATION FOR SEAL KITS

The kit includes gaskets, seats, stem packing and stem seal.

TFM® - TM DuPont, Teflon® - TM DuPont

Body Designator per 
End Connections

 1/2 For  1/4, 1/2, 3/8, 6MM, 
10MM, 12MM

3/4 For 3/4, 20MM

1” For 1”, 25MM

Body Designator per End 
Connections

 1/2 For  1/4, 1/2, 3/8, 6MM, 
10MM, 12MM

3/4 For 3/4, 20MM

1” For 1”, 25MM

Handle

LH Lever Handle

OH Oval Handle
GH Grip Handle

* all Handles are with   
  locking device standard

1/4 LHZ  -   500  - HK -      -      -  1/4

Body Designator per
End Connections

 1/2 For  1/4, 1/2, 3/8, 6MM, 
10MM, 12MM

3/4 For 3/4, 20MM

1” For 1”, 25MM

ORDERING INFORMATION FOR HANDLE KITS

H-500, Rev.06, January 2010
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ACTUATORS ORDERING INFORMATION

C 15 DA IM- - 

Actuator
Size

15
20

DA- Double Acting
SR- Spring Return

IM - Imperial
MT - Metric

Note: 
For actuated valve 
please refer to H-500  
Ordering Information. 
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MATERIALS OF CONSTRUCTION

No. Components Qty Material

1 Nut 1 St.St.304

2 Spring Washer 1 St.St.304

3 Handle 1 St.St.304

4 Locking Device 1 St.St.304

5 Belleville Washer 1 St.St.304

6 Flat Washer 1 St.St.304

7 Stem Packing 1 PTFE

8 Stem Seal 1 PTFE

9 Stem 1 St.St.316

10 Body 1 St.St.316

11 Ball 1 St.St.316

12 Seat 2 TFM®1600

13 Gasket 1 PTFE

14 End 1 St.St.316

15 Front Ferrule 2 St.St.316

16 Back Ferrule 2 St.St.316

17 Nut LET-LOK® 2 St.St.316

GENERAL
The H-700 Series is a moderate-pressure ball valve for general service. 
These valves are compact in size and structure. 
They have relatively large ports for high flow, tight shutoff, long-life service 
and low operating torque. 
The H-700 Series can be used for bi-directional flow in fully open or fully 
closed position only. 
The series is rated to max. 2000 psig (135 bar) and performs 
on/off service.

1

Lubricant: silicon-based grease for oxygen applications, 
according to HAM-LET Procedure 8055

2

4

5

6

7

8

9

17

10

11

12
13

14

15

16

FEATURES
  Blow-out  Proof Stem
  Stainless Steel and Brass Constructions
  One-piece ball valve with female configurations
  Locking Handle in On and Off positions
  MAWP 2000 psi (135 Bar)
  MAWT 400ºF (204ºC)
  Flow coefficient (Cv) 1.25 to 17.35 
  Size range: 1/4” to 1” or 6mm to 25mm

3

TWO-PIECE BALL VALVE WITH LOCKING DEVICE  H-700 SERIES
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STANDARD CONFIGURATION DIMENSIONS

End Connection Order
 Type

Body
Material

Cv Orifice A A1 B X Y W
(HEX)

 Type Size mm in mm in mm in mm in mm in mm in mm in

Fractional
Let-Lok®

Tube Fittings

1/4

H-700

ASTM A276 Gr.316 1.25 5.0 0.2 90.0 3.54 - - - - 82.0 3.23 38.0 1.50 17
3/8 ASTM A276 Gr.316 2.50 7.0 0.28 90.0 3.54 - - - - 82.0 3.23 40.0 1.57 21
1/2 ASTM A351 Gr.CF8M 9.25 9.2 0.36 95.3 3.75 - - - - 82.0 3.23 40.7 1.60 25
3/4 ASTM A351 Gr.CF8M 12.65 12.5 0.49 113.4 4.46 - - - - 82.0 3.23 44.5 1.75 32
1 ASTM A351 Gr.CF8M 17.35 15 0.59 129.6 5.10 - - - - 102.0 4.02 50.0 1.97 38

Metric
Let-Lok®

Tube Fittings

6MM ASTM A276 Gr.316 1.25 5.0 0.20 90.0 3.54 - - - - 82.0 3.23 38.0 1.50 17
8MM ASTM A276 Gr.316 1.35 7.0 0.28 90.0 3.54 - - - - 82.0 3.23 40.0 1.57 21
10MM ASTM A276 Gr.316 2.6 9.2 0.36 95.3 3.75 - - - - 82.0 3.23 40.7 1.60 25
12MM ASTM A351 Gr.CF8M 9.25 12.5 0.49 113.4 4.46 - - - - 82.0 3.23 44.5 1.75 32
25MM ASTM A351 Gr.CF8M 17.35 15 0.59 129.6 5.10 - - - - 102.0 4.02 50.0 1.97 38

Female NPT

1/4

H-710

ASTM A351 Gr.CF8M 1.35 5.0 0.20 50.0 1.97 - - - - 67.0 2.64 47.0 1.85 16.5
3/8 ASTM A351 Gr.CF8M 2.6 7.0 0.28 60.0 2.36 - - - - 67.0 2.64 49.0 1.93 20.7
1/2 ASTM A351 Gr.CF8M 9.25 9.0 0.35 75.0 2.95 - - - - 90.0 3.54 57.0 2.24 25

Male NPT

1/4

H-780

ASTM A276 Gr.316 1.35 5.0 0.20 50.3 1.98 - - - - 82.0 3.23 38.0 1.50 17
3/8 ASTM A276 Gr.316 2.5 7.0 0.28 62.2 2.45 - - - - 82.0 3.23 40.0 1.57 21
1/2 ASTM A351 Gr.CF8M 9.25 9.2 0.36 74.9 2.95 - - - - 82.0 3.23 40.7 1.60 25

Male NPT
to Let-Lok®

Tube Fittings

1/4 to 1/4

H-795

ASTM A351 Gr.CF8M 1.25 5.0 0.20 70.15 2.76 62.8 2.47 37.5 1.47 82.0 3.23 38.0 1.49 17

3/8 to 3/8 ASTM A351 Gr.CF8M 2.5 7.0 0.28 82.3 2.99 75.0 2.95 37.5 1.47 82.0 3.23 40.0 1.57 21

1/2 to 1/2 ASTM A351 Gr.CF8M 9.25 9.2 0.36 85.1 3.35 75.0 2.95 37.5 1.47 82.0 3.23 40.7 1.60 25

Male to Female
NPT

1/4 

H-785

ASTM A276 Gr.316 1.35 5.0 0.2 50.0 1.97 - - 24.85 0.98 60.0 2.36 40.0 1.57 19.05 3/4

1/2 ASTM A351 Gr.CF8M 9.25 9.0 0.35 75.0 2.95 - - 37.5 1.47 82.0 3.23 56.6 2.23 27.0

Male to Female
BSPP

1/4 ASTM A276 Gr.316 1.35 5.0 0.2 50.0 1.97 - - 24.85 0.98 60.0 2.36 39.0 1.54 17.0

1/2 ASTM A351 Gr.CF8M 9.25 9.0 0.35 75.0 2.95 - - 37.5 1.47 82.0 3.23 56.6 2.23 27.0

Female NPT
to Let-Lok®

Tube Fittings

1/2
H-790

ASTM A351 Gr.CF8M 9.2 0.36 85.1 3.35 75.0 2.95 37.5 1.47 82.0 3.23 40.7 1.60 25.0

3/4 ASTM A351 Gr.CF8M 10.5 0.41 106.1 4.18 96.0 3.78 48.0 1.89 82.0 3.23 46.0 1.81 25.0

CLEANING & PACKAGING
H-700 Ball Valve is treated with HAM-LET Passivation Cleaning and Packaging 
(Procedure 8075).
HAM-LET H-700 Ball Valves with face seal end connections are treated with Oxy-
gen Cleaning and Packaging (Procedure 8055).

TESTING
The H-700 Series Ball Valve designs have been tested for Proof and 
Burst. Every H-700 Ball Valve is factory tested with nitrogen at 1000 psi 
(69 bar). Maximum allowable leakage across seat is 0.1 std cc/min.

1

H-795 H-785 H-710 H-700

H-700 PRESSURE TEMPERATURE RATING
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Valve Type

00 - LET-LOK® End 

10 - Female End

80 Male End

85 - Male to Female End

90 Female to LET-LOK® End 

95 - Male to LET-LOK® End

Body and Ends
Material

SS - St.St. 316

End Connection Type

L - LET-LOK® Tube Fitting
N - Threaded NPT
HL - One-Lok Tube Fittings
R - ISO Tapered
G - ISO Parallel

End Connection
Size

1/4  6   MM
3/8   8   MM
1/2   10 MM
3/4   12 MM
1      25 MM

Valve Series

H-7 - -- - - -00 L T1/4

OPTIONAL

SS

Seal
Material

T TFM®1600
P PTFE

1/4 T-

The kit includes gaskets, seats, stem packing and stem seal.

LD

Operation Type

LD Locking Device*
BH Butterfly handle

Operation Type

LH  Lever Handle

BH  Butterfly handle

Seat Material

T  - TFM®1600

Other end connections are 
available upon request.

Z      -        700      -          SK       - Z       -        700       -         HK      -      1/4      -       LH 

* Note: LD is  standard
 for Lever  Handle

ORDERING INFORMATION FOR SPARE KITS	

SEAL KIT HANDLE KIT

Warning Select the right component for safety's sake: The total design of the system must be taken into consideration when selecting components in order to ensure that your 
HAM-LET products provide safe, trouble-free operation. It is the responsibility of the system designer and the user to consider the compatibility of the materials, of the components 
and system, the function of the component, appropriate ratings and to ensure proper installation, operation and maintenance. Improper selection or use of products can cause property 
damage or personal injury, in respect of which the system designer and/or the user shall be solely liable and responsible.

Body Designator
per End Connection

1/4 For    1/4, 6MM

3/8 For    3/8, 8MM

1/2 For    1/2, 10MM

3/4 For    3/4, 12MM

1” For    1”, 25MM

Body Designator
per End Connection

1/4 For    1/4, 6MM

3/8 For    3/8, 8MM

1/2 For    1/2, 10MM

3/4 For    3/4, 12MM

1” For    1”, 25MM

202

H-700 SERIES ORDERING INFORMATION

PACKING ADJUSTMENT
Due to the varied service applications of the valve, packing 
adjustment may be occasionally necessary. Packing 
is factory adjusted to 1000 psig service. Initial packing 
adjustment is  recommended after installation and prior 
to start-up. Please find more information on H-700 under 
installation instruction.
HAM-LET Ball Valves are designed to be operated in the 
fully closed or fully open position.

SEAT MATERIAL CHARACTERISTICS
TFM®1600 - (PFA and PTFE composite) - Color: Bright White.
Excellent seat material for purity applications, very low residual 
material during operation. It has lower deformation ratio than 
PTFE, but higher pressure and temperature rating. 
Chemical resistance is equal to PTFE material.

Treatments

BLANK  - Standard Cleaning &
Passivation

OC - Oxygen Clean
LF - Lubricant Free  

TFM® - TM DuPont

TWO-PIECE BALL VALVE WITH LOCKING DEVICE  H-700 SERIES
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f.t.i ltd – head office

unit 13, april court, sybron way, jarvis brook, east sussex. tn6 3dz

t: 01892 669939 f: 01892 669594 e:sales@ftipv.com www.ftipv.com
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